
Instrument Part #: TH1P1952A*M00

TH1: Heavy Duty Pressure Transmitter (CE)
P195: 0 - 150 psi Pressure Range
2: Accuracy=+/- 0.25%
A: 4-20 mA (2-wire) Output Signal
*: Bottom Connection to Diaphragm Seal
M00: Electrical Connection= M12 x 1 (4-pin) male

Seal Part #: DSTC75SS*-DWD-BS

DSTC: Sanitary Diaphragm Seal
75: 3/4" Triclamp®, 0.98" dia. Diaphragm
SS: Diaphragm and Seal Body - 316L SS
*: Instrument Conn - Seal is component of Instrument Assembly
DWD: Seal-to-instrument Connection - Direct Weld to Instrument
BS: Seal system Fill Fluid - Food Grade Silicone

Assembly Operating Limits: min max

Ambient Temp: -15°F (-26°C) 185°F (85°C)

Process Temp: 20°F (-7°C) 150°F (66°C)

 Working Pressure @ 70°F: 0 psi 150 psi

Note: Max pressure limited by user's gasket and clamp.

Drawing Dimensions:

Seal dimensions:
Dia. "A": Height "B":

1 in. 1.0 in.

Seal  Offset "H": 3.7 in. 

Process Conn. "C": 3/4" Triclamp®, 0.98" dia. Diaphragm
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