
PRODUCT FEATURES

IMMERSION HEATER

DUTY:  60 KW, 480 VAC, 3 PH

ELECTRICAL DATA

ELECTRICAL CLASSIFICATION:  NON-HAZARDOUS

ELECTRICAL ENCLOSURE:  NEMA 4

MAX ANTICIPATED HOUSING TEMP:  AMBIENT

ELECTRICAL CONNECTION(S):  (2) 3PH CIRCUIT, #6 AWG MAX.

PROCESS DATA

MEDIUM:  AIR

OPERATING PRESSURE:  5 1/2 " WC 

ESTIMATED SHEATH TEMPERATURE:  900^F

MATERIAL SPECIFICATIONS

TUBESHEET:  30" X 7" X  1/2 " THK (SA-516-70)

HEATING ELEMENTS:  304 SS

ELEMENT END SEAL:  EPOXY

ENCLOSURE HARDWARE:  ZINC PLATED

HEATER SPECIFICATION

QTY & SIZE OF ELEMENTS:  (36) 0.430" DIAMETER

WATT DENSITY/HEAT FLUX:  23 WPSI

LIMIT THERMOCOUPLE: (1) TYPE ’K’, UNGROUNDED
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MODEL NO:  734-030A2252

FLOW RATE:  1400 CFM

ELEMENT SUPPORTS:  (2) 304 S/S

NOTES:

1.  USE DRILL PATTERN T0311252 REV. 0.

2.  ATTACH LIMIT THERMOCOUPLE PER ENGR. STD. 0001, NO. 3.
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WATLOW PROCESS SYSTEMS

SERIAL NO.:  734-030A2252
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SA-516-70, 1/4 "  PLATE

OUTLET TEMPERATURE:  260^F - 360^F

GEORGIA PACIFIC PENTHOUSE HEATER/BLOWER
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